AUTOMATIC LIFTER

COMPACT, POWERFUL & SPEEDY

http://www.kudo-ace.co.jp

Printing & Book Binding machinery
KUDO IRON WORKS CO., LTD.
KUDO IRON WORKS CO., LTD.

Work efficiency is remarkably enhanced

Distinctive features
- Compact and Space saving
- May be used with various kinds of skids and pallets
- No construction work on work floor is required for the installation of the lifter
- Movable freely on the work floor
- Equipped with Double safety devices

A large handle to enable an easy movement of the lifter by a man

The control box may be set at either side of the lifter

Raising the fork by the height of block removed.

Bringing down the fork by the height of block loaded on.

Lock nut

Caster

Leveling bolts

Specifications

<table>
<thead>
<tr>
<th>Specifications</th>
<th>900 / AL-9</th>
<th>1000 / AL-10</th>
</tr>
</thead>
<tbody>
<tr>
<td>Pallet or skid size</td>
<td>W 1066 x D 658 mm</td>
<td>W 1216 x D 810 mm</td>
</tr>
<tr>
<td>Max. load</td>
<td>1000 kg</td>
<td></td>
</tr>
<tr>
<td>Stroke</td>
<td>800 mm</td>
<td></td>
</tr>
<tr>
<td>Up and Down speed</td>
<td>About 30 mm/sec.</td>
<td></td>
</tr>
<tr>
<td>Motor rating</td>
<td>0.4kW 200V 3 phase</td>
<td></td>
</tr>
<tr>
<td>Dimension</td>
<td>W 1288 x D 1028 H 1540 mm</td>
<td>W 1438 x D 1178 H 1540 mm</td>
</tr>
</tbody>
</table>

Cautions
- If the work floor is not flat, but rugged, use the table end as the basis for installation of the automatic lifter.
- If the work floor is not horizontal, the automatic lifter should never be installed on the floor, since the block of sheets on the lifter may crumble and get loose.

http://www.kudo-ace.co.jp

KUDO IRON WORKS CO., LTD.
Printing & Book Binding Machinery
HEAD OFFICE: 5-4-10 HIGASHIROKE, KAWASAKI CITY, KANAGAWA, 212-0093, JAPAN
PHONE: 044(223)8000 FAX:044(223)8001
OSAKA BRANCH OFFICE: 5-1-15 KOBACHIDO, MONGUCHI CITY, OSAKA, 570-0009, JAPAN
PHONE: 06(6301)3004 FAX: 06(6301)0141

Your dealer of Kudo Iron Works Co., Ltd. is:

Thank you, 100th Anniversary